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Foreword 

This document (EN ISO 26782:2009/AC:2009) has been prepared by Technical Committee ISO/TC 121 
"Anaesthetic and respiratory equipment" in collaboration with Technical Committee CEN/TC 215 “Respiratory 
and anaesthetic equipment” the secretariat of which is held by BSI. 

Endorsement notice 

The text of ISO 26782:2009/Cor 1:2009 has been approved by CEN as a EN ISO 26782:2009/AC:2009 
without any modification. 
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Anaesthetic and respiratory equipment — Spirometers intended 
for the measurement of time forced expired volumes in humans 

TECHNICAL CORRIGENDUM 1 

Matériel d'anesthésie et de réanimation respiratoire — Spiromètres destinés au mesurage des volumes 
expiratoires forcés chronométrés chez les humains 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 26782:2009 was prepared by Technical Committee ISO/TC 121, Anaesthetic 
and respiratory equipment, Subcommittee SC 3, Lung ventilators and related equipment. 

                               

Page 13, Figure A.1 

In the key, replace point 2 “t0 = 0,75 s” with “t0 = 0,075 s”. 

 

ČSN EN ISO 26782/ Opr. 1



  

U p o z o r n ě n í :  Změny a doplňky, jakož i zprávy o nově vydaných normách jsou uveřejňovány ve Věstníku Úřadu 
pro technickou normalizaci, metrologii a státní zkušebnictví. 
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