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Corrigendum 

Tato oprava ČSN ISO 362-1:2010 přejímá anglickou verzi opravy mezinárodní normy ISO 362-1:2007/Cor.1:2009-05. 
Má stejný status jako oficiální verze. 
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Measurement of noise emitted by accelerating road vehicles — 
Engineering method — 
Part 1: 
M and N categories 

TECHNICAL CORRIGENDUM 1 

Mesurage du bruit émis par les véhicules routiers en accélération — Méthode d'expertise — 

Partie 1: Catégories M et N 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 362-1:2007 was prepared by Technical Committee ISO/TC 43, Acoustics, 
Subcommittee SC 1, Noise. 

                               

Page iii, Contents, Annex B 

Replace “ISO Guide 98 (GUM)” with “ISO/IEC Guide 98-3”. 

Page 2, Clause 2 

Replace “ISO Guide 98:1995, Guide to the expression of uncertainty in measurement (GUM)” with 
“ISO/IEC Guide 98-3, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in 
measurement (GUM:1995)”. 
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Page 17, 8.3.1.3.1 

Insert a new paragraph after the first paragraph: 

“The value of awot test used in the determination of gear selection shall be the average of the four awot test, j 
values during each valid measurement run.” 

Page 17, 8.3.1.3.2, paragraph 1, line 1 

Replace “awot, i” with “awot test”. 

Page 21, 8.4.3.1 

Replace Equation (25) with 

wot test(1) wot test(2) wot test(3) wot test(4)
wot test 4

a a a a
a

+ + +
=  (25) 

Page 22, 8.5: paragraph 1, line 6; paragraph 1, line 7; paragraph under c), line 2; Note (four times) 

Page 44, Annex B: Title; Clause B.1, line 4 (twice) 

Page 46, Clause B.3, first paragraph under Table B.1, line 2; Clause B.4; line 2 (twice) 

Replace “ISO Guide 98” with “ISO/IEC Guide 98-3”. 
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U p o z o r n ě n í :  Změny a doplňky, jakož i zprávy o nově vydaných normách jsou uveřejňovány ve Věstníku Úřadu
pro technickou normalizaci, metrologii a státní zkušebnictví. 
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